LRWRE® LL110
LINATHENE® LL110
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LINEAR LOW DENSITY POLYETHYLENE RESINS

iR Description

LS 1110 SRR (RS e 2 %S » a7 LINATHENE® _LL110 is a linear Iovy density _
B G BB o polyethylene resin (LLDPE) for use in blown-film

extrusion.
EtEistE UL D U BT S5 HUR RIS S This resin is supplied in pellet form and contains an
i - antiblocking agent and a slip agent.
it Characteristics
<> (BENPUERREE < Excellent impact strength
> EHEAHTRRE <> Great tensile strength
< HAHER < Great elongation
< BEFAVCEME < Good transparency
EH Applications
1. EHEHER 1. Heavy duty bags
2. R 2. Suit Interlining
3. RHAKR 3. Frozen food bags

WEME Physical Properties

B H B T A L (=]
Properties Test Method Typical Value
I g% Melt Index (g/10min) ASTM D1238 1.0

2218 Density (g/cm?®) ASTM D792 0.920

[ (REEHFETRE yield point Tensile Strength (kg/cm?) (MD/TD)  ASTM D882 100/90

B ZUBEE SR SRS Tensile Strength at break (kg/ cm?) (MD/TD) ASTM D882 220/160
ErZUEL{HEX Elongation at break (%) (MD/TD) ASTM D882 500/600
BB HEZM: Low Temperature Brittleness(°C/F50) ASTM D746 <-76
BB E Vicat Softening Point(°C) ASTM D1525 102

J&EE Melt Point (°C) ASTM D3418 122
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The information contained herein is, to our best knowledge, true and accurate. However, since conditions of use are beyond our control, all risks
of such use are assumed by users.
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